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Description

Accumulator Tank
Accumulator Tank

Isolation Ball Valve w/ JIC-6 fitting

Isolation Ball Valve w/ JIC-6 fitting

Isolation Ball Valve w/ KF-25 vacuum fitting

Isolation Ball Valve w/ 1/2" compression cap

Isolation Ball Valve w/ KF-25 vacuum fitting

Schraeder Fill Valve, integral to AC-3 accumulator tank
Isolation Ball Valve w/ KF-25 vacuum fitting

Schraeder Fill Valve, integral to AC-4 accumulator tank
Metered Valve, prevents Degassing Tank underpressure

Silicone-Rubber Heating Pad for Degassing Vessel
Silicone-Rubber Heating Pad for Degassing Vessel

Temperature Switch with Probe on 6-Foot Cable, 50 to 300 F
Temperature Switch with Probe on 6-Foot Cable, 50 to 300 F

K-type thermocouple inside AC-3 (through 1/16" compression fitting)

K-type thermocouple inside Degassing Vessel insulation (bare)

Pressure Indicator Accumulator 3

Pressure Indicator Accumulator 4

Vacuum Indicator Degassing Vessel
Convectron Vacuum Indicator Degassing Vessel

Brass Soft Seal ASME Pop-Safety Valve for Degassing Vessel, set to 25 psig

Vacuum pump outlet activated charcoal filter

Size Manufacturer

Greer
Greer

3/8 NPT
3/8 NPT
3/8 NPT
3/8 NPT
1/4 NPT
1/4 NPT
1/4" VCR

9"x12"
9"x12"

United Electric Controls Company
United Electric Controls Company

1/16"

3/8 NPT

1/4 NPT Koby

Model

BAO5B3T01A1G
BAO5B3T01A1G

(McMaster 45395K112)
(McMaster 45395K112)
(McMaster 45395K112)
(McMaster 45395K112)
(McMaster 45395K101)

(McMaster 45395K101)

(McMaster 35765K386)
(McMaster 35765K386)

E54-D22BC
E54-D22BC

Junior (KA-1)

Rating

3000 PSIG
3000 PSIG
1000 PSIG
1000 PSIG
1000 PSIG
1000 PSIG
1000 PSIG

1000 PSIG

draws 4.5A @ 120V
draws 4.5A @ 120V

15A
15A

release @ 15 PSIG

90 PSIG

Fluid

Glycol/Air
Glycol/Air

Glycol
Glycol
Glycol/Air
Glycol

Air

Glycol/Air

Air
Air
Air/Glycol
Air/Glycol
Air/Glycol

Air / Glycol



